
Pentalift UHR40 Vehicle Restraint System
The Ultimate Vehicle Restraint Safety System

E n g i n e e r e d  f o r  S a f e t y    



Key Features

•	 40,000 lb Restraining Capacity: 1-3/4" thick steel hook 
delivers unmatched strength for secure and safe loading dock 
operations.

•	 Hydraulic Operation: Reliable in extreme temperatures 
without external electric motors or linear activators.

•	 No-Gap Design: Prevents trailer momentum during 
unscheduled departures, reducing stress on critical components.

•	 Operating Range: 9" to 29", accommodating a wide variety of 
trailer types.

•	 Proximity Switches: Submersion-rated sensors ensure precise 
feedback and reliable operation.

•	 Hydraulic Float System: Allows the restraint to float with 
trailer suspension movements, maintaining a secure hold and 
reducing wear.

•	 Horizontal Reach: Adapts to varying trailer positions, ensuring 
consistent engagement every time.

Pentalift UHR40 Vehicle Restraint System sets the standard for safety, reliability, and durability at the loading 
dock. With its advanced under-dock installation, robust hydraulic operation, and no-gap design, the UHR40 offers 
unparalleled performance while protecting against the harshest dock conditions.

Why choose the UHR40? 

•	 Under-Dock Installation: The UHR40’s recessed design protects the restraint from snowplows, snow, ice, debris, and 
other external impacts. This unique placement eliminates costly damage, extends the product's lifespan, and simplifies 
snow removal by keeping the dock face clear of obstructions.

•	 Extended Operational Lifespan: By shielding critical components from harsh weather and debris, the UHR40 
delivers a longer service life than face-mounted restraints.

•	 Reduced Maintenance Requirements: Durable hydraulic operation and protected components minimize service 
frequency and costs, optimizing your operational budget.

•	 Improved Aesthetics: Its under-dock placement offers a clean and professional appearance, ensuring an unobtrusive 
dock face that complements modern facilities.

•	 Easy Maintenance: An open design maximizes accessibility, simplifying inspections and repairs for reduced 
downtime.

Eliminate damage and costly repairs to the restraint or snow 
removal equipment caused by hidden impact. Eliminate difficulty of 
negotiating equipment close enough to face of the dock for proper 
snow removal.

Eliminate downtime and maintenance costs caused by accumulation 
of snow, ice and debris. These conditions can also cause the vehicle 
restraint to indicate false signals.
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Hydraulic Power Unit:

•	 Hydraulic power unit can be installed on an interior wall or under 
the dock leveler.

•	 Internal wall mount accommodates an installation location that 
minimizes exposure to external elements, dirt and debris, vehicle 
and lift truck impacts.

Feature UHR40 Face-Mounted Restraints
Installation Location Under-dock (protected) Exposed at dock face
Maintenance Requirements Minimal; shielded from snow and 

debris
High; more frequent repairs required

Operation Lifespan Extended due to protected components Shortened by weather exposure
Damage Prevention Protected from snowplows and 

impacts
Prone to damage from plows/vehicles

Weather Resilience Fully shielded; unaffected by elements Exposed; more prone to weather 
issues

Dock Appearance Clean, professional under-dock design Bulky and visibly obtrusive
Cost of Ownership Lower long-term maintenance costs Higher due to more frequent repairs
Safety Performance Prevents trailer momentum effectively Potential gaps can increase risk

How does the UHR40 stand out compared to traditional face mounted restraints? 
 
When compared to traditional face-mounted vehicle restraints, the UHR40 delivers superior performance, durability, 
and aesthetics. Its innovative under-dock installation and advanced design minimize maintenance, extend lifespan, and 
enhance dock safety. See how the UHR40 outperforms below:



Note: Some photos may reflect products with optional features. All Pentalift Equipment Corporation products are subject to 
design improvement through modification without notice.
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Communication Systems:

•	 Exterior signs and LED signal lights provide 
visual guidance.

•	 Interior safety signs and LED signal lights to 
facilitate safe loading and unloading procedures.

Interior Sign Exterior Light and Sign

NEMA 12 wall-mount control panel:

•	 High-visibility interior and exterior signal lights 
provide clear and concise indications of the restraint 
status to guide dock attendants on system use.

•	 Selector switch and amber light for 'override' mode 
functionality.

•	 Pentalift is certified for industrial control panel 
design and manufacture. 

Combination control panel: 

Integrate multiple controls into one panel:
•	 Vehicle restraint system
•	 Hydraulic dock leveler
•	 Overhead door
•	 Inflatable dock shelter
This enforces proper equipment sequencing for 
safety and simplifies operation for increased 
efficiency and ease of use.


